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1. S A R AU RS 1. Single Seat & Globe Type.
2RSS EEREE  EERE L 2. Aluminum Alloy Actuator, to make the valve lightweight.
3. AMEENFIEHRER ¢ (REEE (ON-OFF) 3. Flow Characteristic: Quick open (ON-OFF Type).
4 BRAGE : KSES 4, Suit for water or steam..
SESEL DD i 5. Suit for dyeing & machine industry.
6.0 B EAT  SEER10K ~ PN16 6. End Connection Type: JIS 10K Flange or PN16 Flange.
. - 7. Leakage: Class VI for Soft Seat base on FCI 70-2-2006.
7. BRS¢ 1KFCIT0-2-2008 RITEVIRRE 8. Body Material: JIS G5501 FC250.
8. FIREME : JIS G5501 FC250 9. Body Size: DN15 « DN20 + DN25 + DN40 ~ DN50 + DN65
9. FEEEN~ : DN15 ~ DN20 ~ DN25 ~ DN40 ~ DN50 ~ - DN80 - DN100.
DN65 ~ DN80 ~ DN100 10. Design Temperature: 5°C~180°C (Max.)
10. 53512 E : 5°C~180°C (Max.) 11. Design Pressure: lOkg/cmz(Max.)
11. 35BS : 10kg/cm®(Max.) 12. FACE - to - FACE: ISO 5752
13. Ambient Temperature: 0°C~60°C. It should be needed
12. EREREE ¢ 1SO 5752

BIRKBAE : 0°C~60°C » {£[R0CH » REEEMAT
SERZ N ER AR A Ik B2 R 2 1R E »

ARRARBIETE

temperature preservation. Due to freeze of the working
fluid influence the operation of the vale by shutting off
below 0°C, the vale should be must adopt the route of
insulation measure.
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Specifications Actuator

Type Single Seated, Globe Type Type . Cylinder & Spring Return
Material JIS G5501 FC250 Cylinder Aluminum Alloy
End Connection Flanged End Material
Pressure Rating JIS 10K , DIN PN16 Air Supply 5 kg/cm’
Bonnet Standard Ambient Temp. 0~ +60°C
Gland Packing Graphite
Gasket SUS316 / Graphite
Actuator Single Acting (1/2" ~ 4")
Trim Valve Action
Plug On/Off Air to open or air to close by
Characteristics using direct or reverse actuator.
Material ASTM A479 410
Accessory
e e e e e |
Optional :
Solenoid Valve, Limit Switch,
Air Set, etc.
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Type of Gland Packing

Graphite

Die Formed of Natural
Expanded Graphite

Allowable Shut-Off Pressure

Air Supply : 4 kg/cm?
Body Size Cylinder Size Life Cv Shut Off Weightkgs
inch/mm mm kg/cm®

L2 ' 15 80 10 512 8 1.2

3/4" 20 80 10 8.2 8 Tl

15 25 80 10 154 8 9
1y 40 100 16 334 6 154

2" 50 100 16 595 4 18
22 65 1A 16 90.3 4 26.8
3" 80 150 20 119 4 35.8
Air Supply : 5 kg/cm?
-
Body Size Cylinder Size Life Cv Shut Off Weightkgs
inch/mm mm kg/cm®

11727 40 100 16 334 8 154

2 50 100 16 59.5 8 18
2 1/2" 65 125 16 90.3 8 268
3 80 150 20 119 8 35.8

4" 100 150 20 187 3 ( Water — ) 45

8 ( Steam <)
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Dimensions

Air to Open (ATO) Air to Close (ATC)
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Unit : mm
No. PartName Material VALVE L H1 ATO ATC D
'@ Actuator Stem | JIS H3250 C3604 inch  mm H2  H H2 H
@) Cylinder Aluminum Alloy 12 | 15 | 130 48 | 371 | 419 | 417 | 465 | 145
() Actuator Stem | JIS G4051 S20C 3/4 | 20 | 150/130 | 50 | 365 | 415 | 411 | 461 | 145
@) Yoke Aluminum Alloy 1 | 25 160 63 | 365 | 428 | 411 | 474 | 145
() Packing Graphite 11/2 | 40 | 200/190 | 70 | 413 | 483 | 459 | 529 | 163
(® Bonnet JIS G4051 $20C 2 50 | 230/220 | 78 | 416 | 494 | 462 | 540 | 163
@ | Plug ASTM A479 410 2172 | 65 | 290/230 | 88 | 436 | 524 | 482 | 570 | 189
(8 Seat Ring TFM4215 3 | 80 | 310270 | 93 | 510 | 603 | 566 | 659 | 217
(9 Body JIS G5501 FC250 4 | 100 350 | 105 | 537 | 642 | 593 | 698 | 217
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