
120 Deg.C water, non-shock 
220 Deg.C oil, air, steam, gas 
300Deg.C oil, air, steam        

Shell (water)
Seat (Air)

30 BODY SEAT RING SUS 403
16 NAME PLATE A 1050P
10 WHEEL NUT SS 400
9 HAND WHEEL FCD 450
8 GLAND PACKING NON ASBESTOS PACKING

SUS 402 J2
SUS 403

6 PACKING NUT FCD-S
4 DISC SUS 403
3 STEM SUS 420 J2
2 BONNET FCD-S
1 BODY FCD-S

No. PART MATERIAL
FACE TO FACE OR END TO END

J I S B 2 0 1 1  J V 4 - 2

END CONNECTION 

J I S B 2 2 3 9          10K

WALL THICKNESS

 J V 4 - 2

PRESSURE TEST

MAKER'S STANDARD

APP'D VALVE CODE

CHK'D

CHK'D
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DATE 26240000 MARK DATE BY

(1) UP TO SIZE  32 , "T"  SHALL NOT BE  IN ACCORDANCE WITH JIS B2239 10K

610A

NOTE

10K

DUCTILE IRON 

10-DFG-N 

FLANGE 

GLOBE VALVE

JV4-2

FIG No.

0.6
2.1

(MPa)

Test temperature: 

7 GLAND
SIZE 15~20
SIZE 25-50

ZINC PLATED
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DIMENSIONS

1.37 MPa
1.18 MPa
0.98 MPa

(1)

UNIT:mm


