KITZ

Bronze & Brass Valves

JIS 5K/10K, ASME Class 125/150/300, KITZ Type 100/125/150/300/400/600

KiTZ2 CORFORATION




KITZ Standard

12

KITZ BRONZE & BRASS VALVES

BRONZE LIFT CHECK VALVE Threaded ends to B521 (1% B0203)

W.0.G. non-shock 120°C (0.5 MPa)

Materials

i i Material

. Body Bronze

Cap Brass / Bronze*
_ Dezincification Resistant
Brass / Bronze*
*Size 1102
u /Do not use for flammable gas or toxic gas.
I
Dimensions p—
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mm 2 32 50
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« Threaded end to BS21 (JIS B0203) I 30 36 a5 52

5K BRONZE LIFT CHECK VALVE  threaded ends to 551 (15 Bo3o3) and paraiil

Water 80°C (0.5 MPa)

Materials
M .

Bod Bronze

Bronze

— [(osc W
! /i Do not use for flammable gas or toxic gas.
%ﬁ{'
Dimensions -

80
41 52 62 70 83 102 116
25 29 32 35 43 50 51

= Threaded end to B521 (JIS B0203) (Screen)
and parallel Threaded end to parallel

AWV T Y-PATTERN STRAINER

W.0.G. non-shock 2.07 MPa (300 psi), Saturated steam pressure 1.03 MPa (150 psi) up to size 2*

Y-pattern hod¥ Screwed cap, 304 stainless steel screen,
hreaded ends 1:0 BS21 (JIS B0203) or NPT,
or solder joint ends

*Contact KITZ for larger sizes

Materials

Parts Material

Body Bronze
L Body cap Brass
°,  EECIN T/0e304 Stainiess Stee
H
Hi
Solder joint end valves should not be used in service

b & wherea the temperature of the line fluid is hlgher than

. the softening point of the solder.

/I Do not use for flammable gas or toxic gas.

Dimensions min

= Solder joint ends
to JISB2011/
ASMEB16.18 (214 & 3)

= Threaded end to ASME B1.20.1




